
GROUND WIRE WITH NYLON 
INSULATED RING TERMINAL 
(TYPICAL). IDEAL #83-325 
(OAE.) 


1/4" LOCKING WASHER 



ENCLOSURE SIDE WALL 


INSTALL WIRING IN 2TGSC 
BETWEEN AMPLIFIERS AS 
SHOWN IN SIEMENS/ 
CERBERUS REFERENCE 
DRAWINGS. 


AMPLIFIER CABINET 



EXISTING AMPLIFIER 


1/4" STAR WASHER 


(5TH & 7TH FLOOR 
FIRE ALARM CLOSET 
ONLY) 



1/C NUT 


1/4" FENDER WASHER 


1/4" -20x2* HEX HEAD BOLT 


BATTERY ENCLOSURE 

CERBERUS PYROTRONICS 
BB-55R. FURNISHED AND 
INSTALLED AGAINST BACK 
WALL BY THE CONTRACTOR 
ON 3RD, 4TH & 7TH FLOORS 



OUTSIDE 
ENCLOSURE 


PAD (INSTALL IN 

3RD £ 5TH aOOR FIRE 

ALARM CLOSETS ONLY) 


AMPURLR CABINET 
(5TH & 7TH aOOR 
FIRE ALARM CLOSET 
ONLY) 

CABINET FURNISHED 
BY THE AUTHORITY 
INSTALLED BY THE 
CONTRACTOR 


1#10 AWG COPPER 
GREEN, STRANDED WIRE 
XHHW-2 (TYPICAL) 


1 1/r GSC 
WITH CONDUIT 
GROUND BUSHINGS 


BATTERY ENCLOSURE 
CERBERUS PYROTRONICS 
BB-55R, FURNISHED AND 
INSTALLED AGAINST BACK 
WALL BY THE CONTRACTOR 


NOTES 

1. FOR LEGEND, ABBREVIATIONS, AND GENERAL NOTES, SEE DWG. E-1. 
FOR INSTALLATION DETAILS, SEE DWGS. E-2 AiiD £-4. FOR WIRING 
SEE OWGS. E-3AND E-4. 

2. DISCONNECTION OF EXISTING SPEAKER CIRCUIT AND CONNECTION 

OF INSTALLED SPEAKER CIRCUIT AT THE TSC AND/OR THE EXISTING 

SPEAKER SHALL BE MADE AFTER INSTALLED SPEAKER WIRING IS TESTED 
AND OPERATIONAL THIS WORK SHALL BE DONE IN THE PRESENCE 
OF THE ENGINEER. 

3. NOT USED. 

4. CONTRACTOR SHALL REMOVE EXISTING SPEAKERS ONLY AFTER INSTALLED 
DEVICES ARE OPERATIONAL 

5. FOR REMOVAL AND PATCHING PLAN DETAILS (P-t, P-2, P-3 & P-4), 
SEE DWG A-1. 

6. ALL REMOVED SPEAKERS SHALL BE RETURNED TO THE ENGINEER. 

7. ALIGN CENTER UNES OF SPEAKERS (ON WHICH WORK IS TO BE DONE 
IN THE CORRIDORS) TO THE CENTER LINE OF THE CORRIDOR. IN CASE 
OF CONFLICT WITH EXISTING CEILING LIGHTING AND GRILLS, FINAL 
LOCATION OF SPEAKERS SHALL BE ADJUSTED WITH THE APPROVAL 

OF THE ENGINEER. 

8. SINCE FIRE ALARM CIRCUIT LENGTH IS CRITICAL ROUTING AND 
INSTALLATION OF ALL FIRE ALARM CIRCUITS SHALL BE AS SHOWN 

ON DRAWING. 

9. COORDINATE REMOVAL OF ALL SPEAKERS WITH ENGINEER. DISCONNECT 
AND ABANDON EXISTING SPEAKER CIRCUITS IN CEILING. TAPE ENDS OF 
ABANDONED CONDUCTORS AND TAG AS ABANDONED. THIS WORK SHALL 
BE DONE IN THE PRESENCE OF THE ENGINEER. 



EXISTING 
NTC-11 


EXISTING 

AMPLIFIER 

CABINET 


2" GSC WITH CONDUIT 
GROUND BUSHINGS 
(TYPICAL) 


CHASSIS GROUND LUG 


AMPLIFIER CABINET 
CHASSIS GROUND LUG 


/-FINISHED 
v FLOOR 


ENCLOSURE GROUND^ 
STUD. SEE DETAIL "8T 
ON THIS DRAWING 


2)x2 FT. LONG 3/4" HIGH 
SUPPORT CHANNEL 
KINDORF CAT.# B-907 (OAE.) 
MOUNTED ON FLOOR SLAB 

SECTION »A-A» 

0 2 4 

SCALE IN FEET 

NOTE 

CONTRACTOR SHALL INSTALL WIRING BETWEEN THE NEW AMPLIFIER, EXISTING AMPLIFIER AND 
BATTERY CABINETS AS SHOWN ON SIEMENS/CERBERUS DRAWINGS MXLRV-NE-M3-1 & 2 
AND MXLRV-NE-M5-1 & 2. 



rate AiAR* ct,Qfim*M viw 

TYPICAL FOR SBfr STM ft 7TH FL0QR8 


NXS. 



I HEREBY CERTIFY THAT THIS IS A TRUE AND 
CORRECT COPY OF ONE OF THE CONTRACT 
DRAWINGS CONSTITUTING A PART OF 
CONTRACT NO. ,N 
THE FORM IN WHICH SAID DRAWINGS 
EXISTED AT THE TIME THE SAID CONTRACT 
WAS EXECUTED BY f HENPARTIES. \ 
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FIRE ALARM SYSTEM 
DEVICE UPGRADE 
PHASE III 
5 WTC 3rd,4th,5th & 6th FLOORS 


6th FLOOR 
SPEAKER LAYOUT 
INSTALLATION AND 

REMOVAL 
SOUTH PART PLAN 
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